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e Goleta Sanitary District (Owner and
Operator of Treatment, Recycling

and Disposal Facillities)

e Service under contracts
e Goleta West Sanitary District
e University of California at Santa Barbara
o City of Santa Barbara Municipal Airport
e County of Santa Barbara
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Collection System

Industrial Waste Control Program
Treatment Facilities
Reclamation Facilities




200 Miles of 8 to 36 inch Sewers
Proactive Maintenance Program

— Dally Cleaning and Televising
— Ongoing Repairs and Maintenance
— No Significant Reportable Spills

Technical Long-Term Master Plan
— Planned Capital Improvement Program

Long-Term Financial Master Plan







Mature Proactive Program
Reqgulates All Industries
Updated Annually

Effective in Eliminating Pollutants at
Source

No Process inhibitions or upsets
Clean Effluent and Class A Biosolids

Awarded 2nd Place Nationwide by
EPA in 2001







Skilled and Certified Operating Staff

Proactive Maintenance Program
— Dally Inspections and Maintenance

— Ongoing Repairs and Maintenance
— Compliance with NPDES Permit

Capital Improvement Master
— Planned Capital Improvement

Long-Term Financial Master

Plan
Program

Plan




e Treatment Facilities:
— Capacity of 9.0 mgd (Avg. Dry-

Weather Flow)
— Existing Influent Flow of 5.4 mgd

—Remaining Capacity Serves
Community Plan
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e Reclamation Facilities:
— Capacity of 3.3 mgd

— Existing Demand of 1.5 mgd
(Average Month)

—Remaining Capacity Serves
|dentified Future Demand
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o Effluent (purified wastewater)

—Water quality parameters

— Total and fecal coliform
bacteria

— Enterococcus bacteria




AveragePercentage of Solids Removed

Solids Removed
86%

Secondary Treatment = 85%




e Consistently met the total coliform
standards of the permit.

e Fecal coliform and enterococcus have met
the standards.




 Complies with All Operating Permit

(NPDES) Limits




e Over 2 milion Data Points Collected

and Analyzed Since 1985
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Water Quality

Ocean Currents

Bottom Sediments and Benthic Infauna
Bottom Fish Trawls




Surfzone Weekly
Nearshore Stations Quarterly

Ocean Stations Quarterly

Sediment Sampling Annual
Benthic Infauna Annual
Fish & Invertebrates Annua

y
y

)Y

Bioaccumulation Annually
Outfall Inspection  Annually




Temperature
Salinity
Density

OH

Dissolved Oxygen
_ight
Transmittance




Bacteria Analyses

Suspended Solids

Ammonia
Oil and Grease













Abundance
Species

Biomass
Species Diversity
Dominance

Similarity of
Stations



















e Conclusion:
— Protects the Marine Environment and

Its Beneficial Uses

— Ensures a Balanced Indigenous
Population

— No Adverse Impact to Marine
Environment







