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Map Created: November, 2009

Note: Parking spaces estimated by 
dividing linear distance by 16.5 feet.

This study assumes a 20' road width. 
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Total Distance of Linear Parking in Use (in Feet) 1629.4
Total Number of Public Roadside Parking Spaces 
Currently Used 85
Total Number of Public Roadside Parking Spaces 
Within the Travel Lanes that Would be Taken Out of 
Use 49
Remaining Parking Spaces Available on the Shoulder 36

!?4

Montrose Place Public Roadside Parking Spaces
Affected by Parking Strategy Policy Recommendations

Map Legend

Estimated Number of Public Roadside Parking Spaces in Use

Estimated Number of Public Roadside Parking Spaces Affected

Estimated Number of On-Site Parking Spaces per Parcel

In Use On-Street Parking

Unavailable for On-Street Parking (due to obstructions or parking restrictions)

Public Roadside Parking Spaces Eliminated by Striping Recommendation
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Map 9

Note: Map is for illustrative purposes only.
Actual number of spaces in use and affected
by policy recommendations may vary.
Areas depicted in blue as “in use” indicate
that at least one space is available for
on-street parking even though other portions
of the parcel may be unavailable due to

hydrants or other obstructions.fire
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Note: Parking spaces estimated by 
dividing linear distance by 16.5 feet.

This study assumes a 20' road width. 

Palomino Road Public Roadside Parking Spaces
Affected by Parking Strategy Policy Recommendations

Note: During the Survey, vehicles were 
not observed parked within the travelway 
nor were observed parked outside of the 
travelway. Therefore Palomino was excluded 
from the overall Survey. 
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Note: Parking spaces estimated by 
dividing linear distance by 16.5 feet.

This study assumes a 20' road width. 
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Total Distance of Linear Parking in Use (in Feet) 53
Total Number of Public Roadside Parking Spaces 
Currently Used 6
Total Number of Public Roadside Parking Spaces 
Within the Travel Lanes that Would be Taken Out of 
Use 6
Remaining Parking Spaces Available on the Shoulder 0

Selwyn Circle Public Roadside Parking Spaces
Affected by Parking Strategy Policy Recommendations

Map Legend

Estimated Number of Public Roadside Parking Spaces in Use

Estimated Number of Public Roadside Parking Spaces Affected

Estimated Number of On-Site Parking Spaces per Parcel

In Use On-Street Parking

Unavailable for On-Street Parking (due to obstructions or parking restrictions)

Public Roadside Parking Spaces Eliminated by Striping Recommendation

!( Fire Hydrants
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Map 10

Note: Map is for illustrative purposes only.
Actual number of spaces in use and affected
by policy recommendations may vary.
Areas depicted in blue as “in use” indicate
that at least one space is available for
on-street parking even though other portions
of the parcel may be unavailable due to

hydrants or other obstructions.fire
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Map Created: November, 2009

Note: Parking spaces estimated by 
dividing linear distance by 16.5 feet.
This study assumes a 20' road width. 
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Map Legend

Estimated Number of Public Roadside Parking Spaces in Use

Estimated Number of Public Roadside Parking Spaces Affected

Estimated Number of On-Site Parking Spaces per Parcel

In Use On-Street Parking

Unavailable for On-Street Parking (due to obstructions or parking restrictions)

Public Roadside Parking Spaces Eliminated by Striping Recommendation

!( Fire Hydrants
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Total Distance of Linear Parking in Use (in Feet) 685
Total Number of Public Roadside Parking Spaces 
Currently Used 41
Total Number of Public Roadside Parking Spaces 
Within the Travel Lanes that Would be Taken Out of 
Use 19
Remaining Parking Spaces Available on the Shoulder 22

!?5

Williams Way  Public  Roadside  Parking  Spaces
Affected by Parking Strategy Policy Recommendations

 2

Map 11Note: Map is for illustrative purposes only.
Actual number of spaces in use and affected
by policy recommendations may vary.
Areas depicted in blue as “in use” indicate
that at least one space is available for
on-street parking even though other portions
of the parcel may be unavailable due to

hydrants or other obstructions.fire
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Map Created: November, 2009

Note: Parking spaces estimated by 
dividing linear distance by 16.5 feet.

This study assumes a 20' road width. 
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Total Distance of Linear Parking in Use (in Feet) 491
Total Number of Public Roadside Parking Spaces 
Currently Used 30
Total Number of Public Roadside Parking Spaces 
Within the Travel Lanes that Would be Taken Out of 
Use 26
Remaining Parking Spaces Available on the Shoulder 4
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Windsor Way Public Roadside Parking Spaces
Affected by Parking Strategy Policy Recommendations

Map Legend

Estimated Number of Public Roadside Parking Spaces in Use

Estimated Number of Public Roadside Parking Spaces Affected

Estimated Number of On-Site Parking Spaces per Parcel

In Use On-Street Parking

Unavailable for On-Street Parking (due to obstructions or parking restrictions)

Public Roadside Parking Spaces Eliminated by Striping Recommendation
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Map 12 Note: Map is for illustrative purposes only.
Actual number of spaces in use and affected
by policy recommendations may vary.
Areas depicted in blue as “in use” indicate
that at least one space is available for
on-street parking even though other portions
of the parcel may be unavailable due to

hydrants or other obstructions.fire




